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PIN AND COLLAR HYPERBOLT 6.4/8/9.6 HBSD
GOUJON À BAGUE HYPERBOLT 6.4/8/9.6

EN FR PL CZ DE IT ES

Mandrel: Steel Tige : Acier Obudowa : Stal Tm : Ocel Dorn : Stahl Mandrino : Acciaio Vástago : Acero

Body: Steel Corps : Acier Trzpień : Stal Dřík : Ocel Körper : Stahl Corpo : Acciaio Cuerpo : Acero

Dome head Tête plate Kołnierz standardowy Plochá hlava Flachrundkopf Testa tonda Cabeza alomada

D1 L G K E1 Reference
mm

(inches)
mm mm mm mm N N mm

min. max. min.

6.4
(1/4’’)

38.6 1.60 4.77

13.34 3.86  14 200  14 400  7.14 

HBSD0802
41.8 4.77 7.95 HBSD0804
45.0 7.95 11.13 HBSD0806
48.1 11.13 14.30 HBSD0808
51.3 14.30 17.48 HBSD0810

8.0
(5/16’’)

51.7 6.35 12.70
16.66 5.11  26 000 23 400  9.12 

HBSD1006

58.0 12.70 19.05 HBSD1010

9.6
(3/8’’)

53.9 3.18 9.53
19.99 6.30 34 000 32 000 10.69

HBSD1204
57.0 6.35 12.70 HBSD1206
63.4 12.70 19.05 HBSD1210

D1 D2 E2 Reference
mm

(inches)
mm mm

max. max.

6.4
(1/4’’)

10.39 8.13 HBSD-08

8.0
(5/16’’)

12.55 9.65 HBSD-10

9.6
(3/8’’)

15.24 11.68 HBSD-12
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Shell:

Pin:


